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provided with a manual control, and 
must be permitted to be provided with 
automatic timers or humidistats. 

(5) A whole-house ventilation label 
must be attached to the whole-house 
ventilation control, must be perma-
nent, and must state: ‘‘WHOLE-HOUSE 
VENTILATION’’. 

(6) Instructions for correctly oper-
ating and maintaining whole-house 
ventilation systems must be included 
with the homeowner’s manual. The in-
structions must encourage occupants 
to operate these systems whenever the 
home is occupied, and must refer to the 
labeled whole-house ventilation con-
trol. 

(c) Additional ventilation. (1) At least 
half of the minimum required glazed 
area in paragraph (a) of this section 
shall be openable directly to the out-
side of the manufactured home for un-
obstructed ventilation. These same 
ventilation requirements apply to 
rooms combined in accordance with 
§ 3280.103(a)(2). 

(2) Kitchens shall be provided with a 
mechanical ventilation system that is 
capable of exhausting 100 cfm to the 
outside of the home. The exhaust fan 
shall be located as close as possible to 
the range or cook top, but in no case 
farther than 10 feet horizontally from 
the range or cook top. 

(3) Each bathroom and separate toi-
let compartment shall be provided with 
a mechanical ventilation system capa-
ble of exhausting 50 cfm to the outside 
of the home. A separate toilet compart-
ment may be provided with 1.5 square 
feet of openable glazed area in place of 
mechanical ventilation, except in Uo 
value Zone 3. 

[58 FR 55003, Oct. 25, 1993, as amended at 70 
FR 72042, Nov. 30, 2005] 

§ 3280.104 Ceiling heights. 
(a) Every habitable room and bath-

room shall have a minimum ceiling 
height of not less than 7 feet, 0 inches 
for a minimum of 50 percent of the 
room’s floor area. The remaining area 
may have a ceiling with a minimum 
height of 5 feet, 0 inches. Minimum 
height under dropped ducts, beams, etc. 
shall be 6 feet, 4 inches. 

(b) Hallways and foyers shall have a 
minimum ceiling height of 6 feet, 6 
inches. 

§ 3280.105 Exit facilities; exterior 
doors. 

(a) Number and location of exterior 
doors. Manufactured homes shall have a 
minimum of two exterior doors located 
remote from each other. 

(1) Required egress doors shall not be 
located in rooms where a lockable inte-
rior door must be used in order to exit. 

(2) In order for exit doors to be con-
sidered remote from each other, they 
must comply with all of the following: 

(i) Both of the required doors must 
not be in the same room or in a group 
of rooms which are not defined by fixed 
walls. 

(ii) Single wide units. Doors may not 
be less than 12 ft. c-c from each other 
as measured in any straight line direc-
tion regardless of the length of path of 
travel between doors. 

(iii) Double wide units. Doors may not 
be less than 20 ft. c-c from each other 
as measured in any straight line direc-
tion regardless of the length of path of 
travel between doors. 

(iv) One of the required exit doors 
must be accessible from the doorway of 
each bedroom without traveling more 
than 35 ft. 

(b) Door design and construction. (1) 
Exterior swinging doors shall be con-
structed in accordance with § 3280.405 
the ‘‘Standard for Swinging Exterior 
Passage Doors for Use in Manufactured 
Homes’’. Exterior sliding glass doors 
shall be constructed in accordance with 
§ 3280.403 the ‘‘Standard for Windows 
and Sliding Glass Doors Used in Manu-
factured Homes’’. 

(2) All exterior swinging doors shall 
provide a minimum 28 inch wide by 74 
inch high clear opening. All exterior 
sliding glass doors shall provide a min-
imum 28 inch wide by 72 inch high clear 
opening. 

(3) Each swinging exterior door other 
than screen or storm doors shall have a 
key-operated lock that has a 
deadlocking latch or a key-operated 
dead bolt with a passage latch. Locks 
shall not require the use of a key for 
operation from the inside. 
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